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This document details the industrial and mine-site electrical component schedule for ITO buildings. All products listed below

form the basis of the industrial electrical specification and pricing. Substitutions require written approval.
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EXTERNAL & INDUSTRIAL FITTINGS SCHEDULE

Description Supplier Location / Notes Colour

IP65 LED Weatherproof Batten 20/35W Selectable

Product Code: KEW SL9721-20/35W

SAL 600mm Grey base

Metal Clad Switch 3 Pole 20A 415V Cast Aluminium

Product Code: WMS320

Clipsal /

WILCO

IP67 rated Yellow base, Blue

switch

20mm Anaconda Liquid Tight Flex Conduit

Product Code: AEF12-15

Wattmaster — Grey

Metal Clad Switched Socket Outlet 2 Gang 32A 500V 5 Round

Socket

Product Code: WMC532

Clipsal /

WILCO

IP67 rated Yellow base, Blue

switch

Switch Sunset Weatherproof 16A IP66

Product Code: HSC110SS

CABAC IP66 rated Light grey

Appliance Inlet 1G 32A 250V Yellow Metal Clad

Product Code: CLIWMB332R

Clipsal /

WILCO

IP67 rated Yellow

Connector TE — Zinc Coated Steel

Product Code: TE1108

BR 150×150×80mm deep,

IP66

Light grey

COMMUNICATIONS & DATA SCHEDULE

Description Supplier Location / Notes Colour

Cat 6 K/110 J6/10

Product Code: GSMMERJ6CM

Trader Add to Clipsal plate White

Cable Cat6 4PR U/UTP PVC

Product Code: HPM032755

Legrand — Blue

24 Port Patch Panel Cat 6

Product Code: PC624P

CABAC — —

Comms Cabinet 370×600×450mm

Product Code: ARWX6U450NF

BR Cabinet H 370mm, W 600mm, D 450mm Black

LABELLING & SCHEDULING REQUIREMENTS

ALL LABELLING TO BE TRAFFOLYTE — NO ADHESIVE, SCREWS ONLY

• Switchboard external Traffolyte labelling: Distribution Board Name, Danger Signage with Voltage Level, Electrical Triangle

with Lightning symbol, Precaution if Switchboard is open.

• Switchboard internal Traffolyte labelling: Small Traffolyte labelling for interior of switchboard.

CABLE SPECIFICATION

NON-MIGRATORY CABLE — MINIMUM SIZE 1.5–6MM

• Option 1: Flat TPS Cables — Purple colour insulation, V-90HT, Electra brand.

• Option 2: Envirolex TPS Low Fire Hazard Cable, X-HF-90 insulation, White/Grey, 2 cores and 1 earth core, sizes 1.5mm–

6mm.

• A non-migratory cable should be used only on mine builds where more than one cable passes through a single 30–35mm

diameter burnout hole.
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