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General Specifications
Modular Buildings — Wind Region A2 (Non-Cyclonic)

These General Specifications are produced as a guide only. Instant Transportable Offices produces buildings to a high standard

of  quality  and  finish.  You  should  consider  visiting  our  production  facilities  so  we  can  show  you  how  our  buildings  are

manufactured and the range of optional finishes available both internally and externally.

⚠ Non-Cyclonic buildings are typically for the Perth, Southern and Eastern inland areas. For wind region locations please refer to our

website.
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FLOOR SYSTEM — OFFICES & LUNCHROOMS

• Steel transportable floor base structure, engineered.

• Tilt tray winching points (4 of) built in.

• Hiab/Crane lifting points (4 of) built in.

• Structural steel painted to match Colorbond Surfmist.

• CFC 19mm structural flooring.

• Under-floor insulation included.

FLOOR SYSTEM COATING

• No allowance for sand blasting & coating included.

WALL STRUCTURE — EXTERNAL

• 100mm thick Structural Insulated Panel (SIP) wall construction, for Region A2.

↳ NOTE: Some buildings will feature 50mm insulated wall panel construction for external walls, such as toilets/ablutions.

• Fire Retardant EPS core.

• Steel external corner columns.

• Tek screw construction — no rivets to structural wall fastenings.

• Aluminium top/bottom plates to walls.

WALL STRUCTURE — INTERNAL

• 50mm SIP wall panel construction to internal walls.

• Aluminium internal corners/trims, colour matched in Surfmist.

ROOF STRUCTURE

• Steel roof structure externally.

• Fibre Batt insulated roof cavity.

• Roof pre-cambered with drainage channels to external corners.

• Pre-finished white internal ceilings.

• Nominal 2,400mm ceilings throughout.

• Aluminium cornices to ceilings, colour matched in Surfmist.

WINDOWS & DOORS

• Powder-coated aluminium windows. Flyscreens and windows key locked. Colour: White.

• Commercial steel entry doors with welded steel door frame, powder coated in Surfmist. Weather seals to doors.

• Trio keyed lever entry sets to all external doors.

• Gate hooks plus door bumpers to all external doors.

• Redicote hollow core internal doors, painted to match Surfmist with Trio lever sets installed.

• Door bumpers to internal doors.
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INTERNAL FIT OUT

• Coat hooks, supplied and installed where indicated on floor plans.

• IPG toilet partitioning system to areas as indicated on floor plans. Toilet cubicles feature a toilet roll dispenser, coat hook

and privacy indicator set.

• Vanity mirrors installed above all hand basins, 600×450mm framed, silver or white.

• IPG paper towel dispensers included as shown on the floor plan drawings. Colour: Black.

• Chrome towel rails included as shown on the floor plan drawings.

• 1,200mm kitchen sink/cabinet unit with stainless steel sink & drainers. White cabinets with 2 doors and drawers below.

• 1,800mm laminated cabinets with square edged tops, location shown on floor plans. Single set of 4 drawers included.

Square handles to all doors/drawers. White fronts, Grey bench tops.

FLOOR FINISHES

• Commercial grade 2.0mm vinyl floor covering to all areas marked as vinyl on the floor plan. Colour: Grey.

• Armstrong Accolade Safe commercial grade 2.0mm slip resistant vinyl to wet areas, coved 100mm up wet area walls.

Colour: Grey.

• OPTIONAL — Commercial grade carpets internally. Additional costs may apply.

AIR CONDITIONING

• Included to all buildings as standard where indicated on the floor plan.

• TECO 4.0kW reverse cycle wall mounted A/C units as shown on the floor plan.

• TECO reverse cycle split system A/C units as shown on the floor plan.

• OPTIONAL — Upgrade to split system A/C units including TECO, Fujitsu or Daikin brands.

PLUMBING

• Plumber’s registration board permit & certification of works included.

• Water service — cold and/or hot water service to buildings when required.

• Water service connection to a single point as nominated on the floor plan.

• Drains to terminate below floor level at each fixture location unless specified otherwise.

• Floor wastes — to be installed in the location as shown on the floor plan drawings.

• Kitchen sinks — Base MK3 stainless steel, single bowl with drainer.

• Base MK2 sink mixer to kitchen sinks.

• Electric Storage HWS units as indicated on floor plan.

• Toilet Suites — Baselink Toilet Suite, Acrylic Cistern with Vitreous China pans.

• Stainless steel wall hung tough urinals as indicated on the floor plan drawings with acrylic cistern over.

• Leon Vitreous China wall hung urinal with acrylic cistern over.

• Stainless steel wall mounted hand basins.

• Base MK2 tapware to basins.

• Posh Bristol Shower Sets.

• 900×900mm fibreglass shower enclosures with shower curtains.

• 45L trough with cabinet under to the location as shown on the floor plan drawings. Trough — stainless steel. Cabinet —

white.

ACCESSIBLE FACILITIES

• Ambulant Toilet Suites — Johnson Suisse Ambulant Deluxe Disabled Toilet Suite.

• Disabled WC fit out to AS1428.1-2009 including grab rails, coat hook, shelf, door closer and signage.

• Disabled Shower fit out to AS1428.1-2009 including folding shower seat, compliant tapware, handrails, shower rail and

curtain track.
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ELECTRICAL

• Electrical installation to comply with AS3000.

• Legrand Plexo single phase internal distribution board.

• Internal electrical wired to the switchboard inside the building.

• 110×110mm plastic junction box externally.

• RCDs installed to all circuits as required.

• Huneco slimline LED batten light fittings internally where indicated on the floor plan drawings.

• Single/Double GPOs throughout as indicated on the floor plan drawings.

• Wall mounted exhaust fans as indicated on the floor plan drawings.

• 240V smoke detectors as indicated on the floor plan drawings.

• Illuminated emergency exit lighting included as indicated on the floor plan drawings.

MODULAR TOILETS, ENSUITES, LUNCHROOMS & ACCOMMODATION UNITS

FLOOR SYSTEM — MODULAR TOILETS, ENSUITES, LUNCHROOMS & ACCOMMODATION

• Steel transportable floor base structure, engineered.

• Hiab/Crane lifting points (4 of) built in.

• Integrated forklift pockets built in.

• Structural steel powder coated to match Colorbond Shale Grey.

• PVC water resistant 19mm structural flooring.

WALL STRUCTURE — EXTERNAL (MODULAR)

• 50mm thick Structural Insulated Panel (SIP) wall construction, for Region A2.

• Powder coated steel external corner columns.

WALL STRUCTURE — INTERNAL (MODULAR)

• 50mm thick wall panel construction to internal walls.

• Aluminium internal corners/trims, mill finish.

• PVC skirtings.

ROOF STRUCTURE (MODULAR)

• Steel roof structure externally.

• Fibre Batt insulated roof cavity.

• Ceilings internally — pre-finished smooth metal. Colour: White.

• Ceilings internally — PVC feature ceilings, white/black.

• Nominal 2,400mm ceilings throughout.

• PVC ceiling mouldings.

WINDOWS & DOORS (MODULAR)

• Powder-coated aluminium windows. Double glazing to all windows as standard. Colour: White.

• 50mm insulated panel entry doors with aluminium door frame, powder coated in White.

• Lever entry sets to all external doors, key locked.

• Internal doors — aluminium, powder-coated. Clear or obscure glazing to internal doors. Lever set door handles.
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INTERNAL FIT OUT (MODULAR)

• Coat hooks, supplied and installed where indicated on floor plans.

• Toilet roll holders, supplied and installed where indicated on floor plans.

• 1,200mm kitchen sink/cabinet unit with stainless steel sink & drainers. White cabinets with 2 doors and drawers below.

• 1,800mm laminated cabinets with square edged tops, location shown on floor plans. Single set of 4 drawers included.

Square handles to all doors/drawers. White fronts, Grey bench tops.

• Laminated vanity cabinets with integrated mirrors installed over vanity basins.

FLOOR FINISHES (MODULAR)

• 2.0mm vinyl floor covering to all areas marked as vinyl on the floor plan. Colour: Timberlook.

AIR CONDITIONING (MODULAR)

• None included.

• OPTIONAL — Upgrade to add a window/wall or split system A/C units including TECO, Fujitsu or Daikin brands.

PLUMBING (MODULAR)

• Plumber’s registration board permit & certification of works included.

• Water service — cold and hot water service to buildings.

• Water service connection to a single point as nominated on the floor plan.

• Drains connection to building perimeter, ready for connection onsite by client.

• Floor wastes — to be installed in the location as shown on the floor plan drawings.

• Kitchen sinks — single bowl with chrome mixer tap.

• No hot water service included.

• Vitreous Toilet Suites — Cistern with Vitreous China pans. Dual flush.

• Vitreous China corner hand basin with pedestal. Chrome flick mixer tap included.

• Chrome shower rail with hand shower and/or shower head included.

• 900×900mm fibreglass shower enclosures with rod and shower curtain.

ELECTRICAL (MODULAR)

• Electrical installation to comply with AS3000.

• Legrand Plexo single phase internal distribution board (where required).

• Internal electrical wired to the switchboard inside the building.

• 110×110mm plastic junction box externally OR 10A inlet socket OR 15A inlet socket.

• RCDs installed to all circuits as required.

• Recessed LED downlights.

• Ceiling mounted LED lights.

• LED exterior lights (where shown on the floor plan).

• Single/Double GPOs throughout as indicated on the floor plan drawings.

• Wall mounted exhaust fans as indicated on the floor plan drawings.

• 240V smoke detectors as indicated on the floor plan drawings.

• Illuminated emergency exit lighting included as indicated on the floor plan drawings.
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OPTIONAL ITEMS

NOT INCLUDED UNLESS SPECIFIED OTHERWISE ON A FORMAL QUOTE

• Window wall or split system air conditioning

• Data/communications points

• Commercial grade carpet

• Alarm systems

• Fire extinguishers

• Furniture & appliances

OPTIONAL SERVICES

NOT INCLUDED UNLESS SPECIFIED OTHERWISE ON A FORMAL QUOTE

• Building permit application/approvals

• Energy efficiency certifications

• Structural engineering certifications

• Transport

• Onsite setup of buildings

• Service connections — Power/Water/Sewer
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