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General Specifications
Standard Electrical Upgrade Specification — Rev 1

This document details the standard electrical component schedule for ITO buildings. All products listed below form the basis of

the standard electrical specification and pricing. Substitutions require written approval.
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SWITCHBOARD SCHEDULE

Description Supplier Location / Notes Colour

IPD IP65 Header Box 2×24 Poles with Rain Hood

Product Code: E65ADIN2

IPD 600mm L + hood, 40mm H, 200mm W X15 Orange

Rain Hood UV

Product Code: IPDE-RAINHOOD-06A-BU

IPD 600mm × 200mm D X15 Orange

Swing Key Handle

Product Code: PDE-SWHANDLE-BU

IPD — —

RCBO 6kA 1P+N 30mA Type A C Curve, 1 Module Compact

Neutral Switching

Product Code: PDDSE201C10A30NS-BU

ABB 10, 16, 20, 32A options. Double pole switching,

single mod body.

—

MCB Fixed Padlocking Device (suits S200 MCB and

RCBOs)

Product Code: S200FP

IPD Pad lockable circuit breaker —

Test Switch Emergency Lighting 25A 4N/C 240V

Product Code: PDELTS4

IPD Switchboard mount, 5 pole space needed —

Traffolyte labelling PME

Wangara

Screw to wall, no adhesive. Each circuit. Black

lettering

FITTINGS & ACCESSORIES SCHEDULE

Description Supplier Location / Notes Colour

Clipsal Classic Double Powerpoint Double Pole

Product Code: CLC2025D

Clipsal — White

10A Double Pole Switch Mech (30 Series)

Product Code: 30MDWE

Clipsal Add Clipsal Classic plate White

Switch Grid Plate and Cover, Standard Size

Product Code: C2032VH-WE

Clipsal Clipsal Classic White

Flush Switch 1 Gang 250VAC 10A Prestige P2000 Series

Product Code: P2031VA

Clipsal Disabled accessible toilet/shower

areas only

White

BWP ECO LED Standard Batten (non-maintained)

Product Code: GTSBWPECO202E4

Pierlite 1200mm, 25W, 4000K Light grey polycarbonate

body

BWP ECO LED Emergency Batten with Lithium Iron

Phosphate Battery

Product Code: GPSBWPECO454E4M-BU1

Pierlite 1200mm, 25W, 4000K Light grey polycarbonate

body

LED Recessed Emergency Light

Product Code: 685102/LI

Legrand Lithium Iron Phosphate White

EIB166e Photoelectric Smoke Alarm 230V AC

Product Code: EIBE66E

Brooks — White

Economy Emergency Exit

Product Code: 685100LI

Legrand LED, 50,000 hrs. 355×215×80mm White body, green display

Airflow Performance Exhaust Fan Wall Mount Auto Shutter

Product Code: 7106A

Clipsal 190mm axial, 200mm White

Recessed 360° PIR Sensor

Product Code: 630R01WE

HPM Time adjust to 15 mins White

Minimum size 2.5mm 2C&E Flat White cable

Product Code: CNCP07A1002WVAA

Olex Min size cable to be used: 2.5mm White

NOTES

GENERAL INSTALLATION REQUIREMENTS

• All electrical installation to comply with AS3000.

• RCDs installed to all circuits as required.

• All cabling to be non-migratory where passing through burnout holes.

• Switchboard to be labelled internally and externally with Traffolyte labels — no adhesive, screws only.

• All circuits to be tested and certified prior to handover.
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